
2024 QuietCool - Whole House Fan Modeling Specifications

Individual fan modeling specifications shown below.  Use any combination of 1 to 2 fans to meet the square footage of your modeled home.

STEALTH SIZING - USE FOR MAXIMUM COMPLIANCE

Recommended Sizing Modeling Input Values

Home SQFT Product info
Fan CFM 

(High 
Speed)

Fan CFM 
(Over 
Night)

Fan Watts 
(High 
Speed)

Fan Watt 
(overnight)

Fan Cover R-
Value (Cooling 

Season)

Fan Cover R-
Value (Heating 

Season)

Fan Opening Area 
(s.f.)

Manufacturer Model Number

1000 Stealth Pro 2.5X* 2541 2018 157 82.3 5 45 1.725 QuietCool STL PRO 2.5X

2000 Stealth Pro 3.3X 3159 1980 264 74.6 5 45 2.14 QuietCool STL PRO 3.3X

2500 Stealth Pro 4.8X 4280 2361 408 73.9 5 45 2.92 QuietCool STL PRO 4.8X

3000 Stealth Pro 5.5X 5044 2870 490 88 5 45 2.92 QuietCool STL PRO 5.5X

3500 Stealth Pro 6.0X 5587 3428 462 113 5 45 3.5 QuietCool STL PRO 6.0X

4500 Stealth Pro 7.0X** 6996 4308 725 166 5 45 3.5 QuietCool STL PRO 7.0X

* Not recommended as primary fan in a home.  This fan should be used in combination with a 4.8 and above.
** Both 7.0X fans require a minimum vertical clearance of 48"

TRIDENT SIZING - USE FOR LOWEST COST

Recommended Sizing Modeling Input Values

Home SQFT Product info
Fan CFM 

(High 
Speed)

Fan CFM 
(Over 
Night)

Fan Watts 
(High 
Speed)

Fan Watt 
(overnight)

Fan Cover R-
Value (Cooling 

Season)

Fan Cover R-
Value (Heating 

Season)

Fan Opening Area 
(s.f.)

Manufacturer Model Number

1000 Trident Pro 2.5X* 2490 1934 244 198 5 45 1.75 QuietCool TRI PRO 2.5X

2000 Trident Pro 3.3X 3216 2890 323 274 5 45 2.14 QuietCool TRI PRO 3.3X

2500 Trident  Pro 4.8X 4428 3436 555 417 5 45 2.92 QuietCool TRI PRO 4.8X

3000 Trident  Pro 5.5X 5068 4438 632 522 5 45 2.92 QuietCool TRI PRO 5.5X

3500 Trident  Pro 6.0X 5708 4319 777 560 5 45 3.5 QuietCool TRI PRO 6.0X

4500 Trident  Pro 7.0X** 7015 5548 1147 797 5 45 3.5 QuietCool TRI PRO 7.0X

* Not recommended as primary fan in a home.  This fan should be used in combination with a 4.8 and above.
** Both 7.0X fans require a minimum vertical clearance of 48"

For questions regarding Ekotrope Whole House Fan software inputs and sizing:

Rick Fayad at Email: Rick@qc-mfg.com or via Phone: 209-614-3935

Andy Llora at Email: andy.llora@qc-mfg.com or via Phone:  209-324-9482


