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CF-1R Airflow CFM QuietCool Fan Model(s) Watts/CFM Efficacy Venting Sq Ft.

1920 QC STL PRO-2.5X-RF 0.08 2.6

2350 QC STL PRO-3.3X-RF 0.11 3.2

3130 QC STL PRO-4.8X-RF 0.13 4.2

3750 QC STL PRO-5.5X-RF 0.13 5.0

4030 QC STL PRO 6.0X-RF 0.11 5.5

5200 QC STL PRO 7.0X-RF 0.14 7.0

5950 QC STL PRO 6.0X-RF + QC STL PRO-2.5X-RF 0.11 8.1

6380 QC STL PRO 6.0X-RF + QC STL PRO-3.3X-RF 0.11 8.7

7120 QC STL PRO 7.0X-RF + QC STL PRO-2.5X-RF 0.12 9.6

7550 QC STL PRO 7.0X-RF + QC STL PRO-3.3X-RF 0.13 10.2

8330 QC STL PRO 7.0X-RF + QC STL PRO-4.8X-RF 0.14 11.2

8950 QC STL PRO 7.0X-RF + QC STL PRO-5.5X-RF 0.14 12.0

9230 QC STL PRO 7.0X-RF + QC STL PRO-6.0X-RF 0.13 12.5

10400 QC STL PRO 7.0X-RF + QC STL PRO-7.0X-RF 0.14 14.0

Important Note: Never enable ECC verification on Default WHF.

CF-1R Airflow CFM QuietCool Fan Model(s) Watts/CFM Efficacy Venting Sq Ft.

2950 RM-WHF-4.0-CRB-DG3 0.14 N/A - Direct Vent

5900 RM-WHF-4.0-CRB-DG3 (Quantity 2) 0.14 N/A - Direct Vent

8850 RM-WHF-4.0-CRB-DG3 (Quantity 3) 0.14 N/A - Direct Vent

If ECC verification is required, please use Table 2025.2 for modelling WHF specs for field verification.

Table 2025.1 - Default WHF NO HERS - Sizing  Chart

Modelling Default WHF will autogenerate fan CFM airflow rates. 

Select fan greater than or equal to Airflow CFM required on CF-1R from the list of products below.

Use the fans below for sizing and bidding only  on T24 models with NO HERS (ECC Verification).

Table 2025.1.F - Default WHF Direct Vent To Outside - No ECC Verification

This product set is for FLAT ROOFS only.

Use the fans below for sizing and bidding only on T24 models with NO HERS (ECC Verification).

*** Roofing contractor is required for installation in new construction homes 

requiring RM-WHF product line, this is a curb mounted WHF for TPO roofs.                                                


